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The Fischer me ie ntee _ 
Any defects in our appara “us O tha may develop : 
within six (6) months from date of shipment un- er 


der normal and proper use, due to faulty material, 
imperfect insulation, or careless workmanship, will 


be repaired or replaced at our option and Ounte ee aaeie ene 


pense, provided stem apparatus is delivered PRE- 
PAID to our factory. For rey. irs or replacements - 
during the next twelve (12 months, we will 
charge only actual cost to cover, and after this 
period our service and our attention are to be 
called on when required, with the understanding 
that charges for overhauling * Fischer” apparatus 
will always remain as near actual cost as possible. 
We do not maintain a repair department for profit: 
this’ department i is entirely for your,.service. We 
will not assume any liability for work done by . 

others, without our consent in, ‘writing, nor for de- . 
fects from improper storage.., iWe will not assume 
any liability for breakage is ie lamps, or 

X-ray plates, nor for deterioration of rubber goods, 

X-ray films or any peris able ‘goods. We use the 

best materials obtainable. Rotary converters, 

~ meters, and motors not mantiffictured by us do not. 
carry our guarantee, but are backed by ene guar i 

antee of the makers. 
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Catalog No. 2372—The new Bicche: Galvanic. and Contractile iGutvent Gene 
erator, complete with silk-covered connecting ce’d and attaching plug, cabinet, and 
accessories, including: 1 No. 1930 Pair Rubker-covered Connecting Wires, with 
flat pad’ terminals. . 1 No. 1931 Pair Rubber-coyered Connecting Wires, with tips. 
1 No. 1933 Bifurcated Cord with flat terminals, 1 No. 1934 Flat Pad Electrode 
—5x8 inches. 1 No. 1935 Flat Pad Electrode-3x9 inches. 2 No. 1936 Flat ae 
Electrodes—4x5 inches. 2=No..1937 Flat Pad E ectrodes—3x3. inches. 1 No. 
Muscle Testing Pad Electrode—3x13/4 inches. 1 No. 1897 Localizing Covered 
Ball Electrode. 1.No- 1823 Sigmoid Electrode 1 No. 1825 Vaginal Electrode. ) 
1824 Prostatic Electrode. 1 No. 606R Insulated Handle. For operation 
on 110: volt,” 60 cycle alternating current., Code TEHYA...--- Sait ested $495.00 

Slight additional cost for machines oj special voltage or cycle. 
Erices ‘quoted on. request wher accessories are not required. 
Besy terms may be areeneed: 
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Use in Intestinal Stasis—pads are arranged 
on abdomen and back 


Use in Otitis Media—a headband is 
- employed 


Use in Nerve Injuries—pads are arranged 
over nerve exits 


A Fischer Galvanic and Contractile Currents 


Generator in your office will render a valuable 
double: “service, first—for diagnosis and second: 


for: treatment. In the way of diagnosis, the 


machine serves such useful purposes as testing the. 


reaction of degeneration of nerves and muscles, 
distinguishing between various forms of paralysis, 
also between feigned and real disease. When us- 
ing the machine for treatment is considered, for 


both galvanic and sinusoidal currents, a long list 
| of © indications have to be mentioned. Note the 
partial list given on the inside pages of this folder. |. 
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Many Ph ysicia ns 


’ he use of a Galvanic and Contractile Cur-. 
rents Generator, for the two purposes mentioned 
1s, of course, not wholly new. Galvanic machines 
have been in use for more than 30 years, both in 


this country and in Europe. The galvanic current 
was in fact the first known useful electro-medical 
current. Scientifically timed and proportioned 
waves, however, are of recent development. 


Why a Galvanic and Contractile. 
- Currents Generator 
The number of physicians today using galvanic 
and contractile currents generators is very large. 


Many report that results are quite. successful. 


battery source. 
tions. The sine waves are produced with positive — 


That is why it is, in our judgment, fair to say 
‘that most every physician needs one of these 
__ units in his office. The list of ailments or con- 
‘\ditions where the use of such a unit is indicated 


is very large, including especially such condi- 
tions as are listed on the inside pages of this 


folder. Many physicians find the use of a Fischer | 
Galvanic and Contractile Currents Generator 


almost a daily essential in their practice. 


Definitely 
perior reatures 
As to the comparative value of this Fischer 
unit in its field, there is little question of its 


superiority. The generator is simple, compact, 


-Gurable, and remarkably easy to operate. It works 


equally well on the direct or the alternating cur- 
rent. The wave current desired can be produced 


instantly by simply turning the two control 


switches to the proper symbols. There is noth: 
ing to remove, nothing to add. A long life of 
service for the apparatus is assured. : 
Special emphasis is laid on the fact that the oat 
vanic current produced by this apparatus is re- 
markably smooth and comparable to that from a 
It is absolutely without fluctua- 


repetition, and at any speed, current volume, or 
nature of surge. 


Vv wry 


Note the 9 advantages and the exclusive structural features of the New Fischer Galvanic and 


Contractile Currents Generator shown on the inside pages of this folder. 


and long service are built into this machine. 


Highest quality 
It is also. backed. by the well- known Fischer 


GUARANTEE oF ssristaction 3 in service. 








Treatment of 
HEMORRHOIDS 


ERE are seven advantages of the 

method of treating hemorrhoids 
by galvanism. 1. There is little or no 
blood loss. 2. There is no danger in 
the removal of hemorrhoids. by galvan- 
ism. 3. The technic is an office pro- 
cedure. 4. There is practically no pain 


_.during treatment or post-operatively. 


5. Treatment requires but a few min- 
utes. 6. The patient loses no time from 
regular routine. 7. Patients who. will 
not submit to hospitalization and sur- 
gery, generally readily consent to the 
galvanic method. | 








Painful Dysmenorrhoea and Subinvolution 
of Uterus—pads on lower back 


Backed by FISCHER Reputation and the FISCHER Guarantee of Service 








_A-2—Pulsating Galvanic. 









sy ELOW are represented the vari- 
ous types of galvanic and con- 
| tractile currents generated by 
: r this apparatus. The current 
ré desired can be obtained in- 
* stantly by turning the two 
lettered and numbered current controls 
to the proper symbols. No changes or 
other adjustments necessary. Below is 


the complete list of currents and their 
symbols. 


STRAIGHT GALVANIC 


A-1—Straight Galvanic. The galvanic cur: 
rent furnished by this apparatus is smooth 
by test: and the infallible oscillographic rec- 
ords prove it. There is also an accuracy and 
fineness of current regulation incomparably 
in advance of all former instruments. 


A-2 VU 


—......_. PULSATING GALVANIC 


Striated muscles 
require a stimulating energy which approaches 
the character of the incompletely tetanic 
nerve impulse used by the brain to activate 
such muscles. But when the brain stimulus 
is cut off, as in paralysis, the substitute energy 
must also be incompletely tetanic in charac- 
ter—and here is the ideal current for skeletal 
muscle treatment; the most perfect approach 
to the kind of stimulation that the brain nor- 
mally supplies. 


RAPID ALTERNATING 
240 ~ PER SECOND 


A-3 AA 


A-3—Rapid Alternating. When you sweep 
240 oscillations per second through a muscle 
you get considerable mechanical - response— 
exercise—but the chemical response is prac- 
tically eliminated. Exactly the requirements 
for simple, effective muscle massage where 


the electrolytic chemical actions must be 
eliminated. 
B 7 1 GALVANIC SURGE 





B-1—Galvanic Surge. A contracting muscle 
gives rise to a surging electric current which 
can be measured and its curve traced; and a 
similar current, the surging galvanic, sent into 
the muscle, brings about the same kind of 
physiological contraction of the muscle. This 
is the enerey that Proves so useful when the 
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Usable low voltage currents, each distinctive and useful 
for distinctive purposes (No. 8). . 
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There is only one pair of current outlet terminals. This 
simplifies operation and is a great convenience to users. 
The polarity indicator Switch (No. 5) enables you to re- 
verse the direction of the current being used ing ently 


pwhenever necessary. * oe 


-C-1—Galvanic Dwell Surge. 


_ period 


GALVANIC DWELL surén 
i REST PERIOD 
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Sometimes a 
sustained contraction is desirable and of ap- 
parently much benefit. Bring the muscle to 
its state of contraction, keep it there a while, 


then release it. You can do it with C-1, C2 


and: C-3, and with E-1, E-2, and E-3. 


} 
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CULE ATING GAL. DWELL SUnck 
EST PERIOD t 


C-2—Pulsating Galvanic Dwell Surce: This 
is the same galvanic dwell wave surge as de- 
scribed under C-1, with the added stimulating 
energy of the rapid oscillating current. The 
rapid ‘pulsations are superimposed over the 
chemical galvanic current. 


4 REST PERIOD 

C-3—Rapid Alternating in Dwell Surges. If 
you want sustained contraction and combined 
tonic (electrolytic) effect, C-1: E-1 gives a 


“long rest instead. If you need the sustained 


contraction for striated muscle use C-2; and 


_.E,2 for the sustained rest. 


D ae | Ney SLOW SINUSOIDAL. 


D-1—Slow Sinusoidal. 
current, 


This is the sinusoidat 
smooth and slow. Useful for deep 


massage and valuable in smooth muscle treat; 


ment—as in constipation. For striated muscle, 
add the pulsations and use D-2; and for the 
rapid surges change to D-3. These are highly 
valuable energies, correctly proportioned and 
clinically effective if selected ane used with. 
proper discrimination. ! 
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D-2—Pulsating Slow Sinusoidal. For 
treatment of striated muscle the pulsations of 
a rapidly alternating “current superimposed 
over the slow sinusoidal wave produce a won- 
derful combination. 


f 
D-3 of ooalentoi RAPID ALTERNATING IN SURGES | 


D-3—Rapid Alternating in Surges. Useful 
for the simple exercise of muscles, and where 
the surges are desired more ‘rapidly than with 


‘B-3. Surges obtainable from 12 to 84 per 
minute. 
E - 1 EEE GALVANIC SURGE 


=} REST PERIOD 


E- 1—Galvanic Surge. 


is desirable between, impulses, 


RAPID ALT. IN DWELL SURGE} } 


c-3 WI\WM—? 


PULSATING SLOW SINUSOIDAL _ 


the 


Often a sustained rest | 
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Some Uses of 
Low Voltage Currents 


Here is a list of uses for low 
voltage currents. 


VV NM. 


1. Bell’s Palsy—Sinusoidal. 


2. Brachial Neuritis— Galvan- 
ism and Sinusoidal. 


3. Sciatica—Galvanism plus 
Sinusoidal. 


4. Constipation Often Re- 
lieved by Strong Impulses 
from the Sine Current. 


> Menorrhagia—Copper Ion- 
ization, Positive Galvanism. 


6. Ileal Stasis Surging Sine. 


7. Chronic Supperative Otitis 
Media—Zinc, Ionization, Posi- 
tive Galvanism. 


8. Endocervicitis — Positive 
Galvanism and Zinc Toniza- | 
tion. 


9. Dysmenorrhoea — Galvan- 
ism and Sinusoidal. 


10. Mechanical Effects—Sinu- 
soidal. 


11. Chemical Effects—Positive 
or Negative Galvanism. 


12. Cervical Erosions— Posi- 
tive Galvanism. 


13. That Stubborn Arthritis— | 


Sodium Ionization into Jomt. 
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coordinating the nerve-muscle action in the 


‘ The volt and milla 


i hs. he ie Me a oe 


pere meters (Nos. 1 and. 





_ this galvanic surge the current is on one thir; 
and off two-thirds of the time. 








The ‘muselé) #0 
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Fallen Arches—Interrupted — { 





















‘recovery from degenerations—periph | ae oes eek c thir le Be aed : 
injuries. oe De ae vaNE] | placed at angles to be instantly readable and have Houble is brought to its state of contraction and Sinusoidal. 
epee : z | : . 2 _ almost immediately released with a period of _ Beg aoe 7 Ss 
ea} noe ae scales for both light and heavy currents. isle rest before the next contraction, Bee Bae errs Dis ee 3 mi 
OAM oA er aoe, [Th ae ae ad d | ete : 3 : ao | 15. Leucorrhoea, A _ trouble- ee 
valle 4 eee PULSATING GALVANIC suRGE | . current r egulator, by eS eae nate ae E-2 4 We PULSATING GaLvanic i. aa | some Symp tom—Positive Gal I 
| . : shows you at all times the volume of current passing to FREST Penton NOE ean : ae a 
B-2—Pulsating Galvanic Surge. When a . ieee | ae 


the patient (Nos. 6 and 7). 7 ‘es 
(9. 10) 


E-2—Pulsating Galvanic Surge. This wave 
has all the characteristics of E-1 with the 
same rest period and superimposed rapidly: 
surges to produce a greater muscular con 
traction. 4 


oh RAPID ALTERNATING SURGE 
! 3 REST PERIOD ‘ 


E-3—Rapid Alternating Surge. If ‘you Coe 
quire the effect without electrolytic complica- |. 
tion you get it exactly with C-3; and E-3 for 
long rest periods. These are the. currents - 
which, when properly selected and used (Asan. 
outlined by many European’ authorities), 
afford definite clinical response in the treat. ~ 
ment of obesity. a 


muscle that was degenerated has begun to | 
PTS . @ ; if 
respond to the surges of the galvanic current The speed of the waves is under “perfect control (N 
(B-1), it regains its striated characteristics — : eta ; 
and sho tor (No. 9). | 
and as soon as it does, it must have surges to wn plainly by the indicator ( ) iy) 
eee a action, and pulsations to provide ‘The two current control switches are so arranged that any 
that incomplete tetanic: contraction charac’ 2 x. eee : 
teristic of striated muscle. For the later Tae of the usable currents wanted can be obtained 
treatment of paralysis, no other current serves. instantly. ‘ | 
as well as B-2. me ve | 


Te. Netve injustices Galvan: 
ism and Sinusoidal. | 


5 17. Abdominal Adhesions fol- : 
lowing Operation—Surging 
Dwell Wave Sine. 7 


18. Painful Backs Relieved by 
Sine Current. One Electrode 
at First Dorsal Vertebrae and 
other on Sacrum. 


-You get an absolutely straight line galvanic current, like 
that from batteries. | 
The unit is durably constructed. Includes two laret sup- 
ply drawers, handy cabinet space and large rubber-tired 
Casters (Nos. 11, 12 and 13). 


| 
| | 
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It can be said without any reservation that this |. When it is necessary to reverse the 
Fischer Galvanic and Contractile Currents Gen- | direction of the flow of the current hs 


: a : : : before removing the electrodes, this 
erator is not éxcelled in convenience or efficiency | can be done instantly by turning the 
by any competing unit. 


B-3 


RAPID ALTERNATING 
' IN SURGES 





asic, 2 


B-3—Rapid Alternating in Surges. When 
»the muscle requires simply the exercise but 
not the additional tonic effects, of the chem- 
ical (electrolytic) actions of the surging stim- 
ulus, you can instantly transform B-2 to B-3 
and you have it. .A correct physiological 
exercise with the electrolytic effects removed. 


There. are of course many 
other uses. 


polarity indicator switch. 
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Some Exclusive Structural Features 
| The advantage of direct and independent connection to the two independent 
ground-proof generators furnishes pure unadulterated current to the surge 
commutator which is of special heavy copper design. The_ polished copper 
commutator with its. phite filled brushes is of unique design, avoiding all 


possibility of even the slightest shock to the patient. So perfectly does this 
‘combination transform into surges the unadulterated and straight line galvanic 


On point 1 of the Numbered Current Control the direct current galvanic 
generator is DIRECTLY connected to the surge controlling features, thus 
avoiding any and all cross connections. On point 3 the special 240 cycle alter- 
nating current generator is DIRECTLY connected to the other controlling 
features, again avoiding any and all cross connections. On point 2 the com- 


















bination of alternating surges is impyessed upon the galvanic current. Again high cycle alternating currents that actual photographic tests PROVE them «far 
both are DIRECTLY connected witk no cross wiring. in advance of anything elsewhere produced upon the market today. 
Administration l 3 
Building | 
, -TUMBERED Current Control. HE rubber-covered cords as fur- . 
f x With the indicator set on nished with this generator are of 
j aes. either one of points 1, 2 or 3 this highest quality. Further, the pat- 
% a be generator will deliver the correspond- ‘ented ball joint on one end and the 


flat connector on the other are new 
features. It is impossible for these 
cords to become disconnected from 
either the machine or the electrodes 
unless desired. This is a very im- 
portant feature for the satisfactor 
use of the generator. 


OTE the patented ball and 

i socket terminals and the very 
convenient polarity indicator switch. 
When administering galvanism it is 
Ri often necessary to reverse the direc- 
he tion of the flow of current before 
removing electrodes; hence this: 

_ handy pole changer. These and many 


ing currents as indicated in.the list 
given above. For example, with in- 
dicator set to 1 «and the lettered 
indicator set to A you will obtain a 
straight galvanic current—A-l. Set- 
ting indicator on No. 2 and leaving 
lettered indicator on A will produce 
current A-2, and so on. . 


J ETTERED Current Control. This 
4 control works in conjunction — 
with the Numbered Current Control Crom 
above. You will note that these two <r 
\ controls make possible all the usable 
>’ types of currents, that is, 15 dis- - 
tinctly different currents -from but 


iy 
Manufacturing Building 
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H. G. Fischer @ Co., Inc., were pioneers in the inven- 
tion and manufacture of electrotherapeutic equipment. 
3 Their policy through all these years has been to supply 
. the best quality apparatus it is possible to manufacture. 
‘The Fischer world-wide reputation is ample proof of 
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~~. the value of Fischer products. Fischer equipment is # Ghe Getromremninn courlttss “No id? — -.. other fearures make © the ithischer 

ie. : ; ig = +++ +j;+j/- —justments required. You simply turn oo a ave and Contractile Curretits Gen- 

2 today used in evely country on the globe. leas pre Oe 18 the controls to the designated sym- ee | erator the outstanding value in its 

ferred by many leading physicians, hospitals, clinics and : __  bols. ee — = = ae Se ors 

: schools. Ask users of Fischer equipment. They will pl ES : : | : ea | ey LS 

Bes tell you that this equipment is not only unexcelled but H ; qi [ S : R & a () | oN 

: that the Fischer Company stands back of its products © GG $3 lj J - 4 % 4 09 : e 

he. In every way. ba 1 BX ioe Pe ie EOS, 
oS | | 2323-2337 WABANSIA AVENUE  -»  -* — CHICAGO, ILLINOIS 





